
IR BRONZE LR-H

The InRoom Bronze LR-H is designed for Dolby¨ Atmos enabled systems and is really two

speaker systems in one; a traditional forward-firing InRoom Bronze LCR speaker and an

upward-firing height speaker, all in one cabinet. These speakers have two sets of binding

posts, one for the traditional speaker and one for the upward firing Dolby¨ Atmos-enabled

speaker. Although it's priced more like traditional home theater speakers, the InRoom Bronze

LR-H is USA built, one at a time in our modern Portland factory and features premium drivers

and an enclosure that is built as solid as a bank vault. An unlimited array of custom veneer

finishes and custom paint matching are available to blend with your environment. Dolby

recommends using a minimum of four Dolby¨ Atmos-enabled speakers whenever possible,

two in the front and two in the rear. The use of four speakers makes the placement of

overhead sounds more accurate and precise. Mate this with an InRoom Bronze Center and

subwoofers for a dazzling Dolby¨ Atmos enabled home theater.

About Dolby Atmos and Sound Objects

To free filmmakers from the limitations of channel-based audio, Dolby created Atmos, a

system that lets them position and move sounds in three dimensions – to faithfully recreate

how we experience sound in the real world.

Dolby Atmos is based on the concept of sound objects. In a Dolby Atmos equipped cinema,

the state-of-the-art in movie sound, every sound in a scene—a helicopter taking off, a bee

buzzing—can be a separate sound object. Each of these sounds starts at a specific location in

the scene; often they move. Filmmakers can sonically isolate each sound object in a scene,

position it precisely where they want it, and make it appear to move exactly where and how

they want. In the final sound mix, each sound object is combined with metadata—additional

data that describes a number of parameters about it, including its location and movement.

Category: Dolby® Atmos®

Tag: InRoom

Certified Dolby® Atmos™ enabled height channel

Acoustic Suspension

Fully engineered, Premium MDF enclosure.

Triad AcoustiPerf metal grill.

Triad’s Basic, Real Wood Veneer & Custom Finishes are

available for this product. The standard finish for this

product is Black paint. For any other colors, please

refer to Triad’s Custom Match Finish program for this

product. The paint we use is a top quality enamel and

is applied with a light pebble finish. The veneer finishes

are made from real wood and coated with an enamel

clear coat.

Since all computer monitors and their colors vary, the

digital color you see here will be different from the

actual product finish.

Features

Enclosure

Finishes

50 - 200 watts

4 ohms

89

80 Hz - 20 kHz

180Hz - 20kHz

Fabric dome

(1) 1" /25mm

Paper/fiber blend

(2) 5-1/4" /14cm

Proprietary full range neodymium

(4) 2" /5.8cm

Performance Specifications

Recommended Amp Power

Impedance

Sensitivity (db 1watt/1meter)

Anechoic Frequency Response

F3 -3db

Tweeter Type

Tweeter Size

Woofer Type

Woofer Size

Dolby Atmos Array Type

Dolby Atmos Array Size

Fractional Metric

Decimal

19 1/2"

7 9/16"

9 1/4"

21.8lbs

23.3lbs

Cabinet Specifications

Height

Width

Depth

Product Weight

Shipping Weight
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